
As a global market leader in the design and manufacture of primary carpet 
backings, our premium product brand Donbac® is a cost effective and flex-
ible solution which meets current market demands. 

Developed to meet the specific criteria of the floorcoverings industry our 
range of Donbac® primary backings provide a strong and stable cloth, a 
key requirement during the tufting process, to ensure all yarn tufts remain 
secure before the secondary backing is affixed using an adhesive. 

Renowned for its superior quality and strength Donbac® can effectively be 
used in the construction of tufted carpets for both commercial and domes-
tic applications. 
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Technical Datasheet

Primary Carpet Backing 

Product Features

	 Excellent strength and durability

	 High warp density 
    
	 Excellent stability 
         
	 Increased warp density reduces needle deflection 

	 Accurate tuft placement.

	 Coloured to suit face yarn
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All products are manufactured under BS EN ISO 9001. 	 
 
Don & Low reserves the right to change specifications or other product information. Don & Low accepts no responsibility or 
liability for information provided by third parties. No warranties, express or implied, are offered regarding the suitability of 
any product for your use, as site conditions and customer requirements vary. Should you require further information, please 
contact us. Products are sold subject to the seller’s terms and conditions of sale. No warranty or immunity is offered against 
infringement of patents or other intellectual property rights.  
 ©Don & Low Limited, 2020. The intellectual property in the products is owned and protected by Don & Low or its licensors.  
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TEST UNITS DONBAC®

Product Code PW05101TT PW05501TT PW05901TD PW06301TT

Fabric weight g/m2 79 83 86 89

Typical Construction ends/10cm
Warp 124 124 124 124

Weft 51 55 59 63

Weave Type Plain Plain Plain Plain

Shrink % at 1320C (max)
Warp 5 5 5 5

Weft 3 3 3 3

TEST UNITS DONBAC®

Product Code PW07101TD PW07111TT PW08501TT PW06307DD

Fabric weight g/m2 96 120 107 134

Typical Construction ends/10cm
Warp 124 124 124 94

Weft 71 71 85 63

Weave Type Plain Plain Plain Plain

Shrink % at 1320C (max)
Warp 5 5 5 5

Weft 3 3 3 3
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